




Fire resistant with heat and sound 
transmission control.  Smooth, 
beautiful, yet highly functional 
surface. Easy cut for quick 
installation. Guarantee no health 
hazard. 

Suitable for ceiling panels and interior 
walls.

Certified ISO Standard 
TIS 219-2552 and 
manufactured in 
accordance with 
ASTM C1396, BS 1230

Extra heat penetration control with 
metalized film firmly bonded to the 
back side to provide 86% reflection 
of thermal radiation, allowing 
comfort temperature level in the 
area.

Suitable for the area which requires 
high control of natural heat, for 
instance, ceiling panels under roof, loft 
and wall directly facing the sun ray.

In test conducted 
according to JIS R 3106 to 
check the reflective value 
of sun ray and ASTMC36 
and BS 1230 to check the 
reflective value of heat

Extra moisture resistance with 
mixture of non vapor absorption 
material. Green facing paper 
encased to withstand the effect of 
moisture and high humidity.

In wet area where humidity is greatly 
present such as ceiling in water closet 
& kitchen. Designed as a base ceramic 
tile.

Moisture absorption level 
of less than 5% in 
accordance with BS 1230 
Standard 

Greater resistance to fire formulated 
by adding noncombustible fiber to 
the gypsum and encased with pink 
glutinous compressed paper to 
enhance its strength. Manufactured 
to provide fire resistance rating from 
½-4 hours.

Area which requires special protection 
from fire such as computer room, 
elevator, fire escape stair and interior 
walls in the building.

Designed to resist fire in 
accordance ASTM E119, BS 
476 PART 22

Capability to reduce echo and 
absorb sound through the circle and 
square holes and bonded to back 
side with Glass Matt. Achieve sound 
absorption rating of NRC 0.65-0.80

Mainly used in wall and ceiling wherever 
you wish to increase sound absorption 
or achieve a desired decorative finish. 
Used in open plan area where there is a 
need to absorb sound people’s voice so 
that they do not disturb people in 
other area of the room. 

Tested the sound 
absorption capability 
according to NFEN 20354 
and ISO/DIS 11654

Metalized Film Laminated Type 



Suitable for ceiling panels and interior 
walls.

Metric :
1200 X 2400 mm. 
 

Imperial : 4’X 8’

Metric 

 

Imperial 

Suitable for the area which requires 
high control of natural heat, for 
instance, ceiling panels under roof, loft 
and wall directly facing the sun ray.

Metric :
1200 X 2400 mm. 
 

Imperial : 4’X 8’

Metric 

 

Imperial 

according to JIS R 3106 to 
check the reflective value 

and BS 1230 to check the 

In wet area where humidity is greatly 
present such as ceiling in water closet 
& kitchen. Designed as a base ceramic 
tile.

Metric :
1200 X 2400 mm. 
 

Imperial : 4’X 8’

Metric 

 

Imperial 

Moisture absorption level 

accordance with BS 1230 

Area which requires special protection 
from fire such as computer room, 
elevator, fire escape stair and interior 
walls in the building.

Metric :
1200 X 2400 mm. 

Imperial : 4’X 8’

Metric 

Imperial 

accordance ASTM E119, BS 

Mainly used in wall and ceiling wherever 
you wish to increase sound absorption 
or achieve a desired decorative finish. 
Used in open plan area where there is a 
need to absorb sound people’s voice so 
that they do not disturb people in 
other area of the room. 

Metric :
1200 X 2400 mm. 

Metric 

according to NFEN 20354 
(R-1, R-2, R-8, S-8) 





The Siam Gypsum Industry (Saraburi) Co., Ltd.

A member of USG Boral

Pakin Building, 5th �oor, 9 Ratchadapisek Road, 
Dindang, Bangkok 10400 THAILAND   
Tel:  +66 2 555 0007   Fax:  +66 2 555 0003

Siam Gypsum is the market leader in the design, manufacturer and supply of
Gypsum wall and ceiling solutions throughout the ASEAN region. Widely
recognized in “Elephant” brand. At Siam Gypsum, we have built an ever-growing 
portfolio of groundbreaking products backed by unparalleled service. We’ve 
done so by investing in purposeful innovation, expanding into di�erent markets 
and constantly searching for ways to work smarter and faster. All to help our 
customers achieve their visions.

Siam Gypsum is part of USG BORAL. Boral Gypsum and USG Corporation have 
come together to form a market leader across Asia, Australasia and
the Middle East, transforming the two companies into a world-leading building 
products business, USG Boral Building Products (USG Boral).

Operations are coordinated from Kuala Lumpur, Malaysia where our corporate 
headquarters is located. USG Boral sales o�ces and manufacturing facilities 
established throughout Asia, Australia, New Zealand and the Middle East to 
provide local expertise and support to an extensive distribution and sales 
network that has been operating for more than 30 years.

Siam Gypsum o�ers a comprehensive range of gypsum board products and
systems that meet the �re, acoustic, thermal and structural performance
requirements for both new build and refurbishment projects. These systems
are widely used in the housing, commercial, industrial, leisure and public
sectors.

Siam Gypsum also aims to deliver exceptional customer satisfaction, not only 
through the supply of quality products, but by providing education and training 
in internationally designed installation techniques to achieve the best �nish 
possible. To do this Siam Gypsum opened its state-of-the-art training facility in 
1986. Siam Gypsum o�ers both beginner and advanced courses for all sections 
of the industry including customers, installers, architects, contractors and 
distributors. Today the Siam Gypsum Training Center is a modern, vibrant 
idea-generating center that will enable its customers to grow with the 
Company towards becoming the benchmark in global Gypsum solutions.


